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Introduction
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Route Analytics—Intelligence to Meet the Routing
Management Challenge
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Routing Management Best Practices Empowered by
Route Explorer
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Adding a New IGP Route or Routes
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Pre-Implementation Work
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Back-Out Plan Definition
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Prefix Router/Met Attributes Area or AS
[=-216.169.105.0/24
216.169 105.0/24 1283213 AS Path: 11423 209 4200 13630 {IGP) UCBJul03a.BGP/AS25
Local-Pref: 80 MED: 5

Communities: 209:338 209:389 11423:65350 11423:65352
Hext Hop: 126.32.0.66

216.169 105024 128 32.1.200 AS Path: 11423 209 4200 13680 {IGP) UCBJul03a BGP/AS2S
Local-Pref: 70 MED: 10

Communities; 209:588 209359 11423:65350 11423:65352
Mext Hop: 128.32.0.90

128321221 AS Path: {INCOMPLETE) UCBJul03a.BGP/AS25

Local-Pref: 100 MED: 101

HMext Hop: 128.32.0.249

128321222 AS Path: {IMCOMPLETE) UCE Jul03a BGP/AS2S

Local-Pref: 100 MED: 101
h Mext Hop: 126.32.0.249
0.0.0.0.0 1283213 Metric: 1 (AS Ext.Comparable) UCBJul03a.05PF/169.229.128.126
0.0.0.0:0 1283213 {AS Ext Comparable) UCBJul03a.05PF/169.229.128 168
0.0.0.0:0 1283213 {AS Ext Comparable) UCBJul03a.0SPF/169.229.128 176
0.0.0.0:0 1283213 Metric: 1 (AS Ext.Comparable) UCB Jul03a.08PF /Backbone

211.63.96.0.19
211.63.96.0-19 1283213 AS Path: 11423 209 701 9848 9697 {INCOMPLETE} UCE Jul03a BGP/AS25

Local-Pref: 80 MED: 5

Communities: 209:838 11423:65350 11423:65352

Mext Hop: 126.32.0.66

211.63.96.0.19 128 32.1.200 AS Path: 11423 209 701 9848 9697 {INCOMPLETE) UCBJul03a.BGPAAS2S

Local-Pref: 70 MED: 10

‘Communities: 209:538 11423:65350 11423:65352

Hext Hop: 128.32.0.90

203,116 83.0/24
203,116 83.0/24 1283213 AS Path: 11423 200 4637 4657 (IGP) UCE Jul03a BGP/AS25

Local-Pref: 80 MED: 5

Communities: 209:388 11423:65350 11423:65352

Mext Hop: 126.32.0.66

203,116 83.0/24 128 32.1.200 AS Path: 11423 209 4637 9657 {(IGP) UCBJul03a.BGPAAS2S

Local-Pref: 70 MED: 10

‘Communities: 209:533 11423:65350 11423:65352

Hext Hop: 128.32.0.90

207.13.89.0/24
207.13.89.0°24 1283213 AS Path: 11423 200 701 10916 {IGP} UCE Jul03a BGP/AS25

Local-Pref: 80 MED: 5

Communities: 209:388 11423:65350 11423:65352

Mext Hop: 126.32.0.66

207.13.89.0.24 128 32.1.200 AS Path: 11423 209 701 10916 {IGP} UCBJul03a.BGPAAS2S

Reluad' Close

| 126351 lop level entries, 364294 total entries

O 2008 Packet Design, Inc. Page 6 of 18




Route Explorer™

Topology Tools View Help

Packet Design
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Upgrading an Existing Router
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Pre-Implementation Work
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Back Out Plan Definition
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Perform Maintenance
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How Route Explorer Helps in Upgrading Routers
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Changing BGP Routing Policy Configurations
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Approval process
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Conclusion
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Corporate Headquarters
Packet Design Inc.

2455 Augustine Drive

Santa Clara, CA 95054
Phone: 408.490.1000

Fax: 408.562.0080
http://www.packetdesign.com
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